Indirect light type

Shadow-less Ring Light, Close-distance Shadow-less Ring Light
IFR IPR e

Uniform irradiation on works with gloss or irregular surface profiles

This is an indirect light where LED elements are mounted around the ring-shaped light-
transmitting plate. There is no LED element on the luminescent plane, which is different from
the direct ring light; therefore, the shadow of the elements is not projected on a work. Uniform
irradiation is possmle even on glossy works with gloss or |rregular surface profiles. IPR is more

4-M3, 6 in depth

Iadiating Numberof , OWEr

Model (12V) color ~ LEDs Cons(um)ptlon ) gaw Model (24V) 125 074
’4&_‘
IFR-100R R 72 2.9 6F T ] . —
IFR-100DW W | 72 | 58 |FF| 1 o e | e FL ‘ L2500
IFR-1000 BG | 72 | 58 |DE ‘ e b0 4S(Lightng plane)
IFR-130R R 90 36 |70 n
IFR-130DW w 90 7.2 FF | 2
IFR-1300 B/G | 90 7.2 EO
IFR-K74/20R R 96 3.9 70
IFR-K74/20DW | W 96 7.7 FF | 3
IFR-K74/200 B/G | 96 77 E1
IFR-K100R R 72 2.9 6F
IFR-K100DW w 72 5.8 FF | 4
IFR-K1000 B/IG | 72 5.8 DE N == e
IFR-K150R R | 102 | 41 |70 A w0 Lz —ZBE oo
IFR-K150DW w 102 8.2 FF | 5
IFR-K15000 B/G | 102 8.2 E2
IPR-100/73R R 132 5.8 71 IPR-10073RHV
IPR-100/73DW | W 132 106 | FF | 6 |[IPR-10073WHV
IPR-100/7300 B/G | 132 10.6 | E7 IPR-100730 HV
IPR-136/109R R 180 7.2 72 IPR-136109RHV
IPR-136/109DW| W 180 144 | FF | 7 |IPR-136109WHV
IPR-136/1090) B/G | 180 144 | EE IPR-1361090) HV
IPR-180/153R R 258 10.4 | 75 IPR-180153RHV
IPR-180/153DW| W 258 | 20.8 | FF | 8 |[IPR-180153WHV
IPR-180/1530 | B/G | 258 | 20.8 | FA IPR-1801530 HV
O represents B = blue, or G = green.
Number of LEDs, power consumption, SAG value, and outline drawing are

for DC12V products.Please contact us for specifications of DC24V products.
* SAG represents the maximum SAG setting value. For details, refer to page 54.

Luminance distribution

Direct ring light is used. Halation on Irradiating indirect lightSoft irradiation, and excellent in The irradiating plane can
the surface is observed. prevent halation. uniformity. The K model can irradiate moved by changing the WD.

Work: Glossy paper Work: Glossy paper e central area more brightly. Measurement model: IPR-136/109DW

Light: IDR-90/50DW Light: IFR-K100DW  Measurement model: IFR-K150DW ~ WD: 10mm
WD: 50mm




